TYPICAL SECTIONS
MAP NO. 1,2,3 &4

LENGTH & WIDTH VARIES
AS DIRECTED BY ENGENEER
i
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EXISTING BASE

REMOVE EXISTING BROXEN-UP ASPHALY PAVEMENT TO NEAT LINES
AND REPLACE WITH SURFACE COURSE. AS DIRECTED BY THE ENGINEER.

WBS ELEMENTS 3CR.20671.110, 3C.067066, & 40255.3.2

MILL PATCHING
USE ON SR 1117,SR 1229, SR 13%2 & SR 1508

TYPICAL SECTION NO. 1

MAP NO.5

WBS ELEMENT 3CR.20671.110

MILL ING AND RESURFACING
USE FOR SR 1388 AT ALLEN'S AUTOMOTIVE

TYPICAL SECTION NO. 2




PAVEMENT SCHEDULE

WBS ELEMENTS: 3.20671.110, 3C.067066 & 40255.3.2

PROP. APPROY. 115" ASPHALT GOMCRETE SURFACE GOURSE, TYPE §9.58B,

G AT AN AVERAGE RATE OF 168 LBS. PER 8G. YD.
D PROP. APPROX. 214" ASPHALT CONCRETE INTERMEDIATE GOURSE, TYPE
119.0B, AT AN AVERAGE RATE OF 285 LBS. PER SQ. YD.

EARTH MATERIAL

EXISTING PAVEMENT

Y KILL DEPTH 116",

Y1 KILL DEPTH 2l6".




